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IP
480i Telephone

system

DRAFT 
COPY

• IP based Peer to Peer 
telephone solution

• Upgradable and Scalable

• No Need for Certified Installer
Includes: • Auto Attendant

• Voice Mail
• Conferencing
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For more information, contact your Aastra Telecom representative,
or call (905) 760-4200.

COPYRIGHT (C) 2004 AASTRA TELECOM. ALL RIGHTS RESERVED. INFORMATION IN THIS 
DOCUMENT IS SUBJECT TO CHANGE WITHOUT NOTICE. AASTRA TELECOM ASSUMES NO
RESPONSIBILITY FOR ANY ERRORS THAT MAY APPEAR IN THIS DOCUMENT. PRODUCT 
CAPABILITIES DESCRIBED IN THIS DOCUMENT PERTAIN SOLELY TO AASTRA TELECOM’S 
MARKETING ACTIVITIES IN THE U.S AND CANADA. AVAILABILITY IN OTHER MARKETS MAY VARY.

Technical Specifications

VentureIP 480i
» Size: 11 cm W X 2 cm H X 15 cm D
» Weight: 0.8 kg
» Power: Supports IEEE 802.3af inline

power. 
» Headset compatibility: Modular RJ9

connector, compatible with amplified
business headsets

» Handset: Hearing Aid compatible

VentureIP Gateway
» Nimcat Networks P2P Protocol
» TFTP: Trivial File Transfer Protocol
» HTTP: Hypertext Transfer Protocol
» DHCP: Dynamic Host Configuration 
Protocol

» ITU G.711 PCM*
» ITU G.723.1*
» ITU G.729A
» IEEE 802.3af

Analog Ports: 4 FXO Ports, 1 
Emergency Bypass Port: RJ-11 
connector
Network Ports: One Ethernet: 
10/100 base-T; RJ-45 connector
Music Input: standard 3.5mm 
stereo audio mini-jack
Audio Output (External Paging):
standard 3.5mm mono audio 
mini-jack
Certifications: CSA NRTL (UL) FCC 
Part 15, TIA Par t 968-A

Available Features

Telephony
» Multiple call appearance
» Call forwarding all calls
» Call forwarding busy
» Call forwarding no answer
» Call logging
» Last number redial
» Call return
» Missed call indicator
» Call transfer blind
» Call transfer consultative
» Caller ID
» Conference (3-way)
» Do not Disturb
» Call Hold
» Intercom/Page
» Message waiting indicator
» Mute
» Speed dial
» User Directory
» Incoming Call Groups

Voice Mail
» Peer to Peer
» Mailbox Backup and Restore
» Message retrieval from any set
» 20 minutes compressed 

audio storage
» Multi Language Prompt Support 

(single language administered 
at onetime)

» Default admin options and prompts
» Message Waiting Indication
» Skip to operator override
» Subscriber Login
» Admin mailbox password reset
Greetings 
» System Default
» Personal (spoken name)
Voice Mailbox manager
» Login Summary
» Password Change
» Forward message via email
» Email Notification of Voice Messaging
Incoming message Features
» Voice editor (play, skip, delete,

forward, reply,)
» Voice recorder

(record,review,send,privacy) 

Auto Attendant
» Dial by Extension
» Dial by Name
» Multi Language Prompts

*Future Release


